
 

Beat-Sonic BCUS2 Adapter Troubleshooting Guide 

 

With the BCUS2 connected to the OEM Head unit/NAV and backup camera correctly connected to the 

BCUS2 – Disconnect the power wire from the backup camera to the white wire on the BCUS2 and 

instead connect the camera directly to Power Accessory wire or Battery to receive a direct 12volt. 

Turn the car completely off, then turn the car back on to – “ON” or Ignition, then put into reverse gear. 

If the navigation shows the backup camera, the BCUS2 is not installed properly or is malfunctioning. 

Is the white wire on the BCUS2 giving a 12volt signal? 

To check the correct voltage on the white wire of BCUS2, the 16pin connector needs to be connected to 

the navigation unit. Then, turn the engine key to “ON” or Ignition and put the gear on reverse. The white 

wire should show a 12volt. This confirms that the BCUS2 is not malfunctioning. 

If the white wire is not showing a 12volt, check to make sure the red wire is correctly connected to the 

power accessory wire and the BCUS2 connector is securely connected to the car’s head unit. Also check 

using a volt meter that the red wire is receiving 12volt.  

If the above does not work, the following may be malfunctioning: 

1. BCUS2’s RCA cable is malfunctioning 

2. Camera is malfunctioning 

3. The navigation is not receiving the proper reverse trigger. (The purple wire for Scion Bespoke) 

1.Any noticeable damage to the RCA cable on BCUS2? 

Please double check and confirm that the RCA cable on the BCUS2 is not damaged or look misplaced. 

The V+ signal line is very delicate and the video line will not function properly when damaged.  

2.Check to see that the backup camera is functioning properly 

There is also a chance that the backup camera is malfunctioning. To check this, please connect the 

backup camera to another monitor to see if it functions properly. If the image shows on the monitor, the 

backup camera is functioning properly.  

Is the ground wire securely mounted on the car’s chassis? 

Please also check the ground cable from the backup camera to make sure that it is properly and securely 

mounted on the chassis.  

3.For Scion BeSpoke Only – Is the purple wire correctly pinned to pin#2 on 28pin connector? 

 You should have heard a click confirming the lock position when inserting the purple wire to pin#2 on the 

28pin connector. The pin should also be secured and you should not be able to pull it out without a 

special tool. Also check using a voltage meter that the purple wire is receiving 12volt signal when the car 

is engaged to reverse gear. When the car is not in reverse gear, the voltage should read 0. 

 


